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On November 11, 1997, the contract hopper dredge Ouachita began emergency work on 
the Entrance and Jetty Channels of the Freeport Harbor Channel Project.  Contract specifications 
required dredging an estimated 896,000 cubic yards (CY) of shoal material.  The required depth 
of dredging was 49 feet below Mean Low Tide (MLT, Corps of Engineers Datum), with 2 feet of 
allowable overdepth dredging along the Entrance Channel and 47 feet MLT with 2 feet of 
overdepth along the Jetty Channel.  

 
Dredging began on November 11, 1997, and was completed on December 10, 1997.  A 

total of 493 loads of dredged material were collected and placed into Placement Area No. 1-A.  
Dredging was performed between Stations 82+66.48 along the Jetty Channel and -100+00 along 
the Entrance Channel.  A total of 1,053,157 CY of material was excavated from this project. 
 

The dredge was equipped with rigid draghead turtle deflectors, and 100% inflow 
screening with a 4-inch square mesh.  NMFS-approved turtle observers provided 24-hour/day 
monitoring of dragheads and screens for each load cycle.  The observers were employed by 
Coastwise Consulting, Inc. 
 

No turtles were encountered during the performance of this dredging.  A copy of the daily 
and weekly observer reports is enclosed.  

 
The observers reported that the dredge picked up abundant amounts of trash, which 

fouled the screens and required manual removal.  There were also reports of clay being dredged, 
however, there was no indication that this presented any major difficulties.  Also, during rough 
weather, the overboard screening baskets were tied up for safety reasons, and to prevent damage. 
Again, there was no indication that this caused any problems.  
 

 
 


